FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the

val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. ratings in this

See text for further explanation of

table.)
Kossut h County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
6:
koboji------------- 95 | Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
Restricted 0.91 Seepage 0.50
perneability
28:
D ckman------------- 95 | Very limted Very limted
Filtering 1. 00 Seepage 1.00
capacity
28B:
D ckman------------- 100 | Very linmted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 0.33
28C2:
Di ckman------------- 100 |Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 1.00
34:
Estherville--------- 85 |Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
34B:
Estherville--------- 95 [Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 0.33
34C2:
Estherville--------- 90 [Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 0. 16 Sl ope 1.00
52B:
Bode---------------- 95 [Not limted Somewhat limted
restricted 0.25 Seepage 0.50
perneability
Sl ope 0.33
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Sanitary Facilities -

(The information in this table indicates the dom nant soi
not elimnate the need for onsite investigation

Part

FI ELD OFFI CE TECHNI CAL GUI DE Sec.
WASTE DI SPCSAL | NTERPRETATI ONS

1

val ue colums range fromO0.01 to 1.00

the limtation

The | arger the val ue
See text for further explanation of

condi tion but does
The nunbers in the
the greater
ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
54
Z00K-------mmm e 100 |Very linmted Very limted
FI oodi ng 1. 00 FI oodi ng 1.00
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
Restricted 0.99
perneability
55
Nicollet------------ 95 | Very limted Very limted
Depth to 1.00 Depth to 0.92
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
Sl ope 0.01
62C2
Storden------------- 90 [Not limted Very limted
restricted 0.25 Sl ope 1.00
perneability
Seepage 0.50
62D2
Storden------------- 90 | Somewhat limted Very limted
Sl ope 0.63 Sl ope 1.00
restricted 0.25 Seepage 0.50
perneability
62E2:
Storden------------- 85 |Very limted Very limted
Sl ope 1.00 Sl ope 1.00
restricted 0.25 Seepage 0.50
perneability
62F:
Storden------------- 90 [ Very limted Very limted
Sl ope 1.00 Sl ope 1.00
restricted 0.25 Seepage 0.50
perneability
62G
Storden------------- 90 [Very limted Very limted
Sl ope 1.00 Sl ope 1.00
restricted 0.25 Seepage 0.50
perneability
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. See text for further explanation of ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
73C2:
Salida-------------- 100 |Very linmted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 0.91
73E2:
Salida-------------- 100 |Very linmted Very limted
Filtering 1.00 Sl ope 1.00
capacity
Sl ope 1.00 Seepage 1.00
90:
koboj i------------- 95 | Very limted Very limted
Depth to 1. 00 Depth to 1. 00
saturated zone saturated zone
Restricted 0.91 Seepage 0.50
perneability
95:
Harps--------------- 95 [Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25 Seepage 0. 50
perneability
107:
Webster------------- 95 |Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
108:
Wadena-------------- 95 |Very limted Very limted
Filtering 1.00 Seepage 1. 00
capacity
restricted 0. 25
perneability
108B:
Wadena-------------- 95 [Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
restricted 0. 25 Sl ope 0.33
perneability

USDA- NRCS, | OMA

04/ 30/ 2002



FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. See text for further explanation of ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
133:
ColO---------mmmmmm - 100 |Very linmted Very limted
FI oodi ng 1. 00 FI oodi ng 1.00
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25 Seepage 0. 50
perneability
133B:
ColO---------mmmmmm - 95 | Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
Sl ope 0. 09
135:
Col and-------------- 95 [Very limted Very limted
FI oodi ng 1.00 FI oodi ng 1.00
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0.25 Seepage 1.00
perneability
138B:
darion------------- 85 |Not linmited Sonmewhat |imted
restricted 0. 25 Seepage 0. 50
perneability
Sl ope 0.33
138C:
Carion------------- 100 | Not limted Very limted
restricted 0. 25 Sl ope 1. 00
perneability
Seepage 0. 50
138¢C2:
Carion------------- 85 |Not limted Very limted
restricted 0. 25 Sl ope 1. 00
perneability
Seepage 0.50
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. 11
WASTE DI SPOSAL | NTERPRETATI ONS

Sanitary Facilities - Part 1.

(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
thglli;n'tation. See text for further explanation of ratings in this
table.

Kossuth County, |owa

Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
138D2:
Clarion------------- 85 | Somewhat limted Very limted
Sl ope 0. 63 Sl ope 1. 00
restricted 0.25 Seepage 0.50
perneability
150:
Hanska-------------- 95 [ Very limted Very limted
Depth to 1.00 Seepage 1.00
saturated zone
Filtering 1.00 Depth to 1.00
capacity saturated zone
181B:
Carion------------- 60 | Not limted Somewhat limted
restricted 0.25 Seepage 0.50
perneability
Sl ope 0.33
Estherville--------- 35 |Very limted Very limted
Filtering 1.00 Seepage 1. 00
capacity
Sl ope 0.33
181¢C2:
Carion------------- 60 |Not limted Very limted
restricted 0. 25 Sl ope 1.00
perneability
Seepage 0. 50
Estherville--------- 30 |Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 1.00
203:
Cylinder------------ 95 |Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25
perneability
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. See text for further explanation of ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
221:
Pal mg--------------- 100 |Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
Subsi dence 1.00 Seepage 1.00
Restricted 0.37 Content of 1.00
perneability organic natter
224:
Linder-------------- 95 | Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
2368B:
Lester-------------- 90 | Sonmewhat linited Somewhat |imted
restricted 0. 35 Seepage 0. 50
perneability
Sl ope 0.33
236C:
Lester-------------- 90 | Sonewhat |imted Very limted
restricted 0. 35 Sl ope 1.00
perneability
Seepage 0.50
236F:
Lester-------------- 95 |Very limted Very limted
Sl ope 1. 00 Sl ope 1.00
restricted 0.35 Seepage 0.50
perneability
259:
Bi scay-------------- 95 |Very limted Very limted
Depth to 1.00 Seepage 1. 00
saturated zone
Filtering 1.00 Depth to 1.00
capacity saturated zone
restricted 0. 25
perneability
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. See text for further explanation of ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
274:
Rolfe--------------- 100 |Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
Restricted 0. 37 Seepage 0.50
perneability
288:
Otosen------------- 95 [Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
Restricted 0.91 Seepage 0. 50
perneability
Sl ope 0.01
308:
Wadena-------------- 100 |Very linmted Very limted
Filtering 1.00 Seepage 1.00
capacity
restricted 0. 25
perneability
308B:
Wadena-------------- 90 [Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
restricted 0. 25 Sl ope 0.33
perneability
325:
Le Sueur------------ 95 |Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
Sl ope 0.01
330:
Ki ngston------------ 95 [Very limted Very limted
Depth to 1.00 Depth to 0.92
saturated zone saturated zone
restricted 0. 25 Seepage 0. 50
perneability
Sl ope 0.01
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. 11
WASTE DI SPOSAL | NTERPRETATI ONS

Sanitary Facilities - Part 1.

(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
thglli;n'tation. See text for further explanation of ratings in this
table.

Kossuth County, |owa

Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
335:
Harcot-------------- 95 | Very limted Very limted
Depth to 1.00 Seepage 1.00
saturated zone
Filtering 1.00 Depth to 1.00
capacity saturated zone
restricted 0. 25
perneability
339B:
Truman-------------- 90 [Not limted Sonmewhat |imted
restricted 0. 25 Seepage 0. 50
perneability
Sl ope 0.33
348:
Fieldon------------- 95 [ Very limted Very limted
Depth to 1.00 Seepage 1.00
saturated zone
Filtering 1.00 Depth to 1.00
capacity saturated zone
restricted 0. 25
perneability
349:
Darfur-------------- 100 |Very limted Very limted
Depth to 1. 00 Depth to 1.00
saturated zone saturated zone
Seepage 1.00
354:
Aquol | s------------- 100 |Very limted Very limted
Depth to 1. 00 Not Rat ed 1.00
saturated zone (m scel | aneous
unit)
Sl ope 1.00 Sl ope 1.00
Not Rat ed 1.00 Depth to 1.00
(m scel | aneous saturated zone
unit)
388:
Kossuth------------- 95 [Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
Restricted 0.91 Seepage 0. 50
perneability
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. See text for further explanation of ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
389:
wal dorf------------- 95 | Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
Restricted 0.96 Seepage 0.18
perneability
485:
Spillville---------- 95 [Very limted Very limted
FI oodi ng 1.00 FI oodi ng 1.00
Depth to 1.00 Seepage 1.00
saturated zone
restricted 0.25 Depth to 0.71
perneability saturated zone
485B:
Spillville---------- 95 [ Very limted Very limted
Depth to 1.00 Seepage 1.00
saturated zone
restricted 0.25 Depth to 0.71
perneability saturated zone
Sl ope 0.33
506:
Wacousta------------ 95 |Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
507:
Cani steo------------ 95 |Very limted Very limted
Depth to 1. 00 Depth to 1. 00
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
511:
Blue Earth---------- 100 |Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
Restricted 0.37 Seepage 0. 32
perneability
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. |
WASTE DI SPOSAL | NTERPRETATI ONS

Sanitary Facilities - Part 1

(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
thglli?itation. See text for further explanation of ratings in this
table.

Kossuth County, |owa

Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
559:
Talcot-------------- 100 |Very limted Very limted
Depth to 1.00 Seepage 1.00
saturated zone
Filtering 1.00 Depth to 1.00
capacity saturated zone
restricted 0. 25
perneability
585B
Col 0---------mmmmmm - 55 | Very limted Very limted
FI oodi ng 1. 00 FI oodi ng 1.00
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25 Seepage 0. 50
perneability
Sl ope 0.33
Spillville---------- 40 |Very limted Very limted
Depth to 1.00 Seepage 1.00
saturated zone
restricted 0.25 Depth to 0.71
perneability saturated zone
Sl ope 0.33
638B
Carion------------- 55 | Not limted Somewhat limted
restricted 0.25 Seepage 0.50
perneability
Sl ope 0.33
Storden------------- 40 |Not linmited Sonmewhat |imted
restricted 0. 25 Seepage 0. 50
perneability
Sl ope 0.33
639C2
Storden------------- 50 |Not limted Very limted
restricted 0. 25 Sl ope 1. 00
perneability
Seepage 0.50
Salida-------------- 35 |Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 1.00
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. See text for further explanation of ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
639D2:
Storden------------- 50 | Somewhat limted Very limted
Sl ope 0. 63 Sl ope 1. 00
restricted 0.25 Seepage 0.50
perneability
Salida-------------- 35 |Very limted Very limted
Filtering 1.00 Sl ope 1.00
capacity
Sl ope 0.63 Seepage 1.00
654:
Corwith------------- 95 | Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
Sl ope 0.01
655:
Crippin------------- 95 [Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25 Seepage 0. 50
perneability
Sl ope 0.01
658:
Mayer--------------- 95 |Very limted Very limted
Depth to 1.00 Seepage 1.00
saturated zone
Filtering 1.00 Depth to 1.00
capacity saturated zone
restricted 0. 25
perneability
733:
Calco--------------- 100 |Very limted Very limted
FI oodi ng 1. 00 FI oodi ng 1.00
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25 Seepage 0. 50
perneability
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. See text for further explanation of ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
823:
Ri dgeport----------- 100 |Very linmted Very limted
Filtering 1.00 Seepage 1.00
capacity
823B:
Ri dgeport----------- 95 | Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 0.33
823C2:
Ri dgeport----------- 95 | Very limted Very limted
Filtering 1.00 Seepage 1.00
capacity
Sl ope 1.00
879:
Fostoria------------ 95 | Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
895:
Lenond-------------- 95 |Very limted Very limted
Depth to 1. 00 Seepage 1.00
saturated zone
Filtering 1.00 Depth to 1.00
capacity saturated zone
1032:
Spicer-------------- 95 [Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25 Seepage 0. 50
perneability
1133:
Col 0---------------- 95 |Very limted Very limted
Fl oodi ng 1.00 Fl oodi ng 1.00
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0.25 Seepage 0.50
perneability
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FI ELD OFFI CE TECHNI CAL GUI DE Sec. |1
WASTE DI SPOSAL | NTERPRETATI ONS
Sanitary Facilities - Part 1.
(The information in this table indicates the dom nant soil condition but does
not elimnate the need for onsite investigation. The nunbers in the
val ue colums range fromO0.01 to 1.00. The larger the value, the greater
the limtation. See text for further explanation of ratings in this

table.)
Kossuth County, |owa
Map synbol Pct . Septic tank Sewage | agoons
and soi |l nane of absorption fields
map
uni t
Rating class and Val ue| Rating class and Val ue
limting features limting features
1135:
Coland-------------- 95 | Very limted Very limted
FI oodi ng 1. 00 FI oodi ng 1.00
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25 Seepage 1.00
perneability
1485:
Spillville---------- 90 | Very limted Very limted
Fl oodi ng 1.00 Fl oodi ng 1.00
Depth to 1. 00 Seepage 1.00
saturated zone
restricted 0.25 Depth to 0.71
perneability saturated zone
1595:
Harpster------------ 95 [Very limted Very limted
Depth to 1.00 Depth to 1.00
saturated zone saturated zone
restricted 0. 25 Seepage 0. 50
perneability
5010
Pits---------------- 100 | Not rated Not rated
5040:
Othents------------ 100 | Not rated Not rated
w
Water--------------- 100 | Not rated Not rated
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